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Harness , 1 
the power * 
of the sun 

for perfect pool water I 




The Elektra® UV pool water 
sanitizing system automatically 
does the work of killing bacteria 
and microorganisms in the pool 
water through Ultraviolet light 
technology, the same sanitizing 
technology employed by many 
municipalities worldwide the past 
60 years to sanitize drinking water. 
By circulating the pool water 
through the Elektra UV unit, the 
pool water (and the bacteria and 
microorganisms it contains) is 
exposed to the ultraviolet light 
waves generated by the High 
Output UV Bulb inside the unit. 
The exposed water then leaves the 
Elektra UV unit and returns to the 



pool with floating algae and micro- 
organisms fully sanitized. It is 
100% safe and nothing is added to 
your pool water as all sanitization 
takes place inside the UV unit's 
enclosed inner wet chamber. 

Now you can reduce your depend- 
ency on expensive chlorine and 
bromine by 70-85% and enjoy the 
automatic maintenance of healthy, 
sanitized water in your pool. If you 
value your families health, you need 
the Elektra UV Sanitizer System 
installed on your pool today. 

Another Quality UV Product of 



ULTRAVIOLET CORPORATION 
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The Elektra UV is offered in two different series, 
each with four different sizes. The E-Series features a 
1 00% non-corrosive, UV inhibited PVC plastic wet 
chamber, while the ES-Series has a stainless steel 
inner reflector for added reflective killing power 
inside the chamber and a beautiful mirror polished 
stainless steel outer shell. 

The Elektra UV, with its' PVC unions, is easily 
plumbed into new and existing pool circulation 
systems and operates 100% automatically for just 
pennies a day. A 120V plug-in power outlet is all 
that is required for electrical installation. And, with 
a long lasting 9000 hour bulb life, routine mainte- 
nance is reduced to a simple annual bulb change. 

Both Elektra UV series units have identical UV 
output and electrical components. UV System size 
selection is based upon the output flow rate of your 
pool pump and the turnover rate of your system. The 
sizing chart shows the maximum Gallons/Liters Per 
Minute (GPM/LPM) flow rate and maximum pool 
capacity for each Elektra UV model. A technical data 
sheet (94-20617) is available upon request. 
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We supply healthy pool water, 
and peace of mind 

Another Quality UV Product of 




ULTRAVIOLET CORPORATION 



4270 Promenade Way • Suite D 
Marina Del Rey, CA 90292 
Phone (310) 577-1840 • Fax (310) 305-9755 
www. deltauv. com 




ELEKTRA E-SERIES 




E-40 E-20 E-10 



E-5 



ELEKTRA ES-SERIES 




ES-40 ES-20 ES-10 ES-5 



E/ES UV 
Model 


Max. 
Flow Rate 
GPM 


Max. 
Flow Rate 
LPM 


Min.UV 
Microwatts 
sec/cm 2 


Max. Pool Vol. 
12 Hr. Turnover 
(Gallons) 


Max. Pool Vol. 
12 Hr. Turnover 
(Liters) 


Max. Pool Vol. 
8 Hr. Turnover 
(Gallons) 


Max. Pool Vol. 
8 Hr. Turnover 
(Liters) 


E/ES-5 


37 


140 


30390 


26640 


100843 


17760 


67229 


E/ES- 10 


78 


295 


30390 


56160 


212588 


37440 


141725 


E/ES-20 


110 


416 


30180 


79200 


299804 


52800 


199869 


E/ES-40 


124 


469 


30310 


89280 


337961 


59520 


225307 



Note: Model upsizing can be utilized for maximum sanitation performance 

For more information on the Elektra UV sanitizing unit and for the name of 
your nearest Dealer, contact Delta online or by toll free phone, or visit our 
Delta UV web site, www.deltauv.com. 

Technical Specifications: 

• Power Input: 120V/50/60Hz 

• Electrical Rating: 1.6 Amp Max. 

• Housing: E-Series - PVC Plastic 

ES-Series - PVC Plastic with 316 Stainless Steel 
Reflective Inner Wrapper, Mirror Polished Stainless 
Steel Outer Wrapper 

• Ballast: Electronic 

• Bulb: High Output - Low Pressure (9000 Hr.) 

• Inlet/Outlet: 2" PVC Unions 

• Dry Fire Protection: Yes 

• Pressure Gauge: Yes 

• Indoor/Outdoor Installation: Yes 

• GFCI: Optional 

• Limited Warranty: 3 Years ES-Series/2 Years E-Series (1 Year Bulb) 

• Power Options: 240V/50/60Hz 

• Plumbing Options: 50mm, 63mm PVC Unions 
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